
SPECIFICATIONS
Model Name MAC30 MAC40 MAC60 MAC80 MAC100 MAC120 MAC150 MAC200

Air Flow Volume 30L/min 40L/min 60L/min 80L/min 100L/min 120L/min 150L/min 200L/min

Normal Pressure

Outlet Diameter

Weight 8.5kg

Power Consumption 21W 34W 45W 53W 80W 91W 115W 160W

Power Cable

4.5kg

12kPa 20kPa18kPa

1.5m

13mm (external dia. 18mm)

5.0kg 9.0kg

15kPa

20mm (external dia. 26mm)
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“Comparision of 200L/min”

Noise

Weight

42dB

9.0kg

43dB 48dB 46dB

14.1kg 12.3kg 9.0kg

210w 215w 210w

Typical Power Consumption of each maker

FEATURES

  Long  Life !   Energy  Efficient ! Easy Maintenance !

Fuji MAC Air Pump have 
been tested for endurance 
providing the durability of 
its componets; thus ensure 
long operating life.

Fuji MAC Air Pump are the 
mos t  e f f i c i en t  e l ec t r i c  
blower that consume low 
power; thus save electricity 
cost

No lubricant is needed. 
The diaphragm assembly 
can be easi ly  replaced.  
T h e r e f o r e  l o w  &  e a s y  
maintenance cost

Guideline of air/min requirement to the pond volume ( *it may vary depending on number of koi)


